


Intelligent Touchscreen 
Controller 

Automatic Data Record 
and Curve Display 

Air Inlet Filtration 

Heated Inner Door 

Minimizes potential condensation to avoid 
contamination 

Removable Shelves 

I Technical Parameters 

Control & Range 

Heating Method 

Uniformity 

Temperature 
Alarm Setting 

Sensor 

Controller 

Readability & Setability 

Sterilization Method 

Control & Range 

Sensor 

CO2 Concentration 
Inlet Pressure 

Uniformity 

Readability & Setability 

Alarm Setting 

Humidity 
Humidity Pan Volume 

Display 

Dimensions 

Shelves Surface Area (Standard & Max) 

Number (Standard & Max) 

Interior Volume 

Size & Weight 
Interior Dimensions 

Exterior Dimensions 

Net Weight 

RWD Life Science Co.,Ltd 

Fan-Assisted Directed Airflow 

Facilitates fast recovery of all conditions & 
prevents stratification 

In-Chamber HEPA 

Polished Stainless Steel 
Interior Containing Copper 

Coved Corners Design 

一

Stainless Steel Waterpan 

士O.l °C, S°C above ambient to S0°C 

Air jacket 

土0.3°C@ 37°C 

士5° C

Platinum thermistor 

PIO 

0.1°c 

140°C dry heat sterilization 

Better than土0.1%; 0-20% 

Heat-resistant infrared (IR) sensor 

1.0 bar (recommended) 

士0.3%

0.10% 

土1%

~3.8 L 

1% RH 

47.0X47.0 cm 

214. 6 cm2; 220.7 cm2 

3; 16 

175 L 

51.0 (W) X54.7 (D) X67.5 (H) cm 

66.0 (W) X 67.0 (D) X97.0 (H) cm 

110 kg (242.5 lbs) 
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